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INDIR ¢« TROFFER 2x2, 2x4

Architectural 2x2, 2x4 and 1x4 troffers with very low UGR, meeting the latest
ATD (Advanced Troffer Design) criteria. 100% indirect lighting produces zero
glare. Recessed, surface or "invisible suspension" pendant mounting.
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Zero glare: 100% indirect lighting
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LUKSUS 3D ¢ TROFFER 2x2

Architectural 2x2 troffer with very low UGR (50° cut-off) that meets the latest ATD
criteria. Idependent dimming regulation of two separate light engines, inner and

perimeter, can create a multitude of different ceiling appearances. \
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LUKSAJ ¢ TROFFER 2x2

Thin 2x2 troffer design for shallow plenums. Recessed, surface or "invisible support
pendant. Under 2".
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LYX 3D ¢ TROFFER 2x2

Architectural 2x2 that meets the latest ATD (Advanced Troffer Design) criteria.
Idependent dimming regulation of two separate light engines, inner and perimeter,
can create a multitude of different ceiling appearances.
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Adjustable CCT White
| Learn more >>
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DOLOR ¢ TROFFER 2x2, 2x4

Recessed architectural volumetric 2x2 that meets the latest ATD (Advanced
Troffer Design) criteria. Adjustable (tunable) CCT white light.
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ARC ¢ TROFFER 2x2, 2x4

Shallow plenum volumetric troffer 2x2 and 2x4. Adjustable (tunable) CCT white light.
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INDIRECT LK ¢ TROFFER 2x2, 2x4 ‘

Economy volumetric troffer 2x2 and 2x4
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LEDLITE * K12 TROFFER 2x2, 2x4

Traditional 2x2 and 2x4 K12 troffer that blends with existing light fixtures
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FLUXIE « PANEL 2x2, 2x4, 1x4
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